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&”’r 0,\\0 CFR: 1065
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General Data
Test Date 8/17/2016 Operator: Dale
Test Start Time: 15:47 Cell Number: HDO05
Test End Time: Engine Hours Start (h): 5262.27
Test ID: NTE Engine Hours End (h) : 5263.10
Engine Description
Engine Manufacturer: Cummins Inc. Engine Initial Hours (h): 5128
Engine Family: GCEXH0408BAP Engine Number of Cylinders: 6
Engine Model ISB 6.7 Engine Displacement (1): 6.7
Engine Number: 58246060
Engine Data
Engine Idle Speed (rpm): 650 Max test Torque (Nm): 911
Engine Max Test Speed (rpm): 2450 Max Inlet Restriction (kPa): -4.6
Max Exhaust Back Pressure (kPa): 25
Test Result
Test Point 1 2 3 4 5 6 7 8
CO2 g/kwhr 678 692 672 666 713 701 724 715
Cco g/kwhr 0.0523 0.0359 0.0274 0.0309 0.0336 0.0239 0.0332 0.0372
NOX g/kwhr 0.5386 1.4366 0.2339 0.6743 0.2645 0.6447 0.3475 1.0875
HC g/kWhr 0.0000 0.0000 0.0000 0.0006 0.0011 0.0011 0.0017 0.0018
CH4 g/kwhr 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000
Pm g/kwhr 0.0036 0.0152 0.0035 0.0186 0.0014 0.0120 0.0015 0.0276
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Emissions
Test Point 1 2 3 4 5 6 7 8
CO2 g/hr 57495 77857 83779 110734 105631 138441 108166 142531
CO g/hr 4.438 4.038 3.418 5.140 4.979 4.723 4.961 7.417
NOX g/hr 45.688 161.550 29.146 112.081 39.200 127.327 51.875 216.701
HC g/hr 0.000 0.000 0.000 0.092 0.158 0.224 0.259 0.352
CH4 g/hr 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
Measured Engine Data
Test Point 1 2 3 4 5 6 7 8
Speed rev/min 1250 1250 1750 1750 2250 2250 2450 2450
Torque Nm 648.02 859.08 680.01 906.99 628.90 838.14 581.94 776.65
Power kw 84.83 112.45 124.62 166.22 148.18 197.48 149.30 199.26
Fuel Flow kg/h 18.10 24.42 26.32 34.66 33.14 43.25 34.00 44.57
Air Flow kg/h 364.77 444.29 550.98 677.83 818.99 924.09 842.69 1004.46
Test Conditions
Test Point 1 2 3 4 5 6 7 8
Barometric pressure kPa 98.42 98.44 98.42 98.41 98.39 98.38 98.37 98.37
Intake air temperature °C 25.67 26.16 26.51 27.24 27.28 27.82 27.91 28.70
Intake air pressure kPa 94.67 94.69 94.67 94.66 94.64 94.63 94.62 94.62
Intake air dew point °C 13.04 13.21 13.01 13.26 13.03 13.26 13.18 13.25
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